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Controllers

I-DIAL INDOOR

I-Dial Indoor is a full-function control unit designed for
�lexible system management. Its versatility makes it ideal

for residential as well as sports and municipal
applications. It can control up to 12 solenoid valves with 4

programs and 1 start each. The easy 3 Easy Steps
programming methodology allows you to change the

programming in just 60 seconds. In addition, extra
functions allow for management of the rain sensor and

pump.

Technical Features

- Controller type: Wall-mounted
- Power supply: External transformer 220 VAC 50-60 Hz - 24 Volts AC, 0.8
AMP
- Back-up battery: 2 alkaline batteries 1.5 volts (AA) not included
- Rain sensor input
- Pump/master valve control outlet
- Backlit screen
- Closing lid
- Low battery signal
- Maximum number of zones: 12
- Models available: 4, 6, 8 and 12 zones

Programming Features

- Programming mode: Traditional
- Number of programs: 4
- Start times per program: 1
- Maximum number of starts per day: 4
- Minimum irrigation time per zone: 1 min
- Maximum irrigation time per zone: 240 min
- Irrigation frequency: By days of the week
- Irrigation frequency: from once a day to every 15 days
- Manual start: By zone
- Reset button
- Clear button
- OFF function: Control unit
- Seasonal adjustment from 10% to 200%
- PUMP START Function
- SENS START function

Codice Name Model

200.4080410 I-DIAL INDOOR 4 I-DIAL INDOOR 4

200.4080610 I-DIAL INDOOR 6 I-DIAL INDOOR 6

200.4080810 I-DIAL INDOOR 8 I-DIAL INDOOR 8

200.4081210 I-DIAL INDOOR 12 I-DIAL INDOOR 12

200.8500450 TRS 220V-24 VAC TRS 220V-24 VAC
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Pump Start
The Pump Start function allows you to program pump output activation on a zone-by-zone basis.

Sens Start
The Sens Start feature allows the rain sensor intervention to be programmed on a zone-by-zone basis.

Solenoid 24 Vac
The controllers control 24 Vac normally closed solenoids. The control unit will supply the solenoid with a
24 Vac electrical signal for the entire irrigation time to open the electrovalve.

3 Easy Steps
The special three-step programming feature allows for easy and intuitive programming in less than 60
seconds. The programming logic is based on answering three simple questions: what time of day to
water, for how long, and how o�ten.

One Look Display
The 3" backlit display shows you the full irrigation schedule at a glance. It is no longer necessary to
navigate through various programming menus to see the irrigation schedule.


