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Sprinklers

S075 D

The Intelligent Flow Technology® (IFT) device of the S075D
rotor allows simultaneous and proportional range

adjustment of up to 50%.
By acting on the range adjustment, this model enables an

even distribution of water by eliminating non-irrigated
areas and ensuring better zone performance with up to

30% water savings. The inner body of the S075 D sprinkler
is compatible with the outer body of Hunter® (PGP® and

PGP Ultra®) and K-RAIN (RPS75 and RPS75i).

Technical Features

- Sprinkler type: Rotor
- Inlet: 3/4" F
- Minimum range (radius): 7.9 m
- Maximum range (radius): 14.3 m
- Working angle: 40° to 360°
- Precipitation Rate: 0.3 to 2.9 cm per hour (depending on sprinkler
spacing and nozzle used)
- Minimum operating �low rate: 3.4 l/min
- Maximum operating �low rate: 36.7 l/min
- Minimum working pressure: 2.0 bar
- Maximum working pressure: 5.0 bar
- Angle of trajectory: 25°
- Low trajectory angle: 11°
- Raiser Height: 10.2 cm
- Body Height: 18.7 cm
- Starting position: Right
- Drainage valve: Optional
- Drainage valve: Optiona
- Number of nozzles available: 4 angle 11°

Codice Name Model

280.1160100 S075 D ABS

280.1180100 S075 D INOX INOX

270.0575020 S075

270.1010520 520 NOZZELS S075D
Nozzle Kit S075D-
S075S

270.1009110 110 DV S075
3/4" Sprinkler Anti-
Drainage Valve (S075 -
S075D)

270.1010509 509 KEY
Hexagonal Adjusting
Wrench S050-S075-
S075D

400.1010520

400.1010509
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Intelligent Flow Technology
The patent on the range adjustment allows the sprinkler radius to be reduced by up to 20% by acting on a
membrane inside the nozzle turret without interfering with the sprinkler precipitation, it is also, with IFT
technology, possible to close the sprinkler.

Adjustable Arc
The working angle of the sprinkler is adjustable from 40° to 360° for garden irrigation.


