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Sprinklers

S075 S

The Intelligent Flow Technology® (IFT) device of the S075 S
rotor allows simultaneous and proportional range

adjustment of up to 50% and water savings of up to 30%.
Integrated range adjusting devices (IFT), 360° continuous
rotation, ARC MEMORY CLUTCH vandal-proof device, and

the patented ARC SET DEGREE system that allows you to
adjust the working angle while saving up to 75%

installation time make it the ideal sprinkler for public and
private applications.

Technical Features

- Sprinkler type: Rotor
- Inlet: 3/4" F
- Minimum range (radius): 7.9 m
- Maximum range (radius): 14 m
- Working angle: 40° to 360°
- Precipitation Rate: 0.3 to 2.9 cm per hour (depending on sprinkler
spacing and nozzle used)
- Minimum operating �low rate: 4.2 l/min
- Maximum operating �low rate: 42 l/min
- Minimum working pressure: 2.0 bar
- Maximum working pressure: 5.0 bar
- Angle of trajectory: 25°
- Low trajectory angle: 11°
- Raiser Height: 10.2 cm
- Body Height: 18.7 cm
- Starting position: Right
- Visual working angle adjustment
- IFT range adjustment
- Continuous 360°
- Anti-vandalism mechanism
- Drainage valve: Optional
- Drainage valve: Optiona
- Number of nozzles available: 4 angle 11°

Codice Name Model

280.1170100 S075 S

270.0509000 S075 S

270.1010520 520 NOZZELS S075D
Nozzle Kit S075D-
S075S

270.1010502 502 DV S075S
Anti-Drainage Valve
S075S

270.1010504 504 KEY
Metal Adjusting
Wrench S050S-S075S

270.1010519 519 KEY
Plastic/Metal
Adjustment Wrench
S050S-S075S

400.1010520

400.1010509
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Intelligent Flow Technology
The patent on the range adjustment allows the sprinkler radius to be reduced by up to 20% by acting on a
membrane inside the nozzle turret without interfering with the sprinkler precipitation, it is also, with IFT
technology, possible to close the sprinkler.

Arc Set Degree
Rain's patented sprinkler angle adjustment system allows quick and intuitive adjustment of all angles by
indicating the selected angle on the nozzle turret.

360° CONTINUOUS
The sprinkler set at 360° does not have a return point, but continues to turn in the same direction.


